
Specifications Details for
Crystal Eye XDR Series 40

General Details 

 • Large 2U Security Hardware Appliance with Crystal Eye Security Solution OS

 • DUAL SYSTEM Intel Generation 14 Core i5 14400, 10 Cores, 4.7GHz 

 • 2 x Chipset Z790, Socket 1700 

 •  3 x Ultra M.2 Sockets

 • 1 x Vertical M.2 Socket (Key E) with WiFi-802.11ac

 • 2 Displays: 1 x Display Port, 1 x HDMI Port I

 • 2 x USB 2.0 (front), 2 x USB 2.0 (rear), 7 x USB 3.1 Type A (rear), 1 x USB 3.1 Type C

 • 6 x SATA III 6.0 Gbs ports, RAID 0 1 5 10, 2 x SATA III Gbs ports ASMedia ASM1061

 • Voltage spike protection 

 • Internal power supply 

 • Size: 2U Rack Form Factor 482mm(w) 345mm(d) 88.4mm(h)

 • Certifications: FCC, CE
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DUAL SYSTEM Intel Generation 14 Core i5 14400, 10 Cores, 4.7GHz

Z790 Chipset, Socket 1700

2U Rack Form Factor 482mm(w) 345mm(d) 88.4mm(h)

2 x Chipset Z790, Socket 1700

RAM: 64GB DDR5 4800MT/s: (32GB per CPU) 

2 x Intel Gb WAN port (1 per system)

2 x RTL8125 2.5Gb WAN port (1 per system)

2 x Quad GbE Network (1 x quad GbE per system)

2 x 500 GB GEN4 NVMe M.2 System Storage (1 per CPU)

2 x 6Gb/s SATA 3 extended storage support subsystem (1 per CPU)

22kg
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